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‘; il El Markhor grout is used to fill the joints between
; i %1 tiles. This grout is suitable for interior and exterior
} ﬂ‘ work, because it is water-resistant. It can also be
s 10ke used in wet places such as: kitchens and
bathrooms. It is suitable for most types of tiles
T and is available in about 19 colors.
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MARKHOR TILE GROUT

Water resistant grout for Ceramic Tiles, Porcelain Tiles, Marble Tiles, Swimming pool tile joints.

MARKHOR TILE Grout is a cementitious mortar adhesive with high abrasion/resistance for joints up to 6 mm composed of
hydraulic binders, selected aggregates and special additives . It is supplied as a dry powder in vpre-weighed bags
ready to use on site, which requires only addition of clean water to produce easily workable mortar. Tile Grout is

ideal for jointing of Ceramic Tiles, Porcelain Tiles.
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DESCRIPTION

MARKHOR TILE GROUT is a cementitious mortar adhesive with high
abrasion/resistance for joints up to 6 mm composed of hydraulic
binders, selected aggregates and special additives.. It is supplied as a
dry powder in pre-weighed bags ready to use on site, which requires
only addition of clean water to produce easily workable mortar.
MARKHOR TILE Grout is ideal for jointing of Ceramic Tiles.

ADVANTAGES

O  Water-resistant (suitable for swimming pools).
Self-colored.

Resistant to cracking in joints up to 6mm wide.

Ideal for internal and exterior applications.

Requires only addition of water on-site at the time of usage

APPLICATION PROCEDURES:

Allow at least 24 hours between fixing tiles and grouting. Mix grout
powder with water to give a smooth, thick consistency. Leave to
stand for 10 minutes before using.

Apply to tile joints with a squeegee, brush or sponge.

Remove surplus grout with a damp sponge. When grouting is
completed, polish tiles with a dry cloth.
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Ap pearance: White viscous liquid
PH: 4-5

Specificgravity@25°C: 1.0-1.05

MARKHOR TILE GROUT is available in 10 sack.

Store out of direct sunlight, clear of the ground on pallets protected
from rain- fall. Avoid excessive compaction.

- Health and Safety:As Mar Tile Grout contains cement, MARKHOR
TILE GROUT may cause irritation to skin or eyes. In case of
accidental contact with eyes, immediately flush with plenty of
water for at least 10 minutes and seek medical advice if necessary.

FOR MORE INFORMATION, PLEASE CONTACT PHONE NO.

00966 59 110 9392
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