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مارخـور بوند
MARKHOR BOND

ط �� ه� �� ا�� ا�ٕ�ص� دم �� ح� س�� لط �� اهر� الح� ح�
اساٮ� واع الل�� ع ٔ��� م�� رە� لح� اس� اڡ� م�� ص� عمال �� اهر� ل�ٕ�س�� ط ح� ل�� ح�

ماس�� مں� الطرار� ا�ٔ�ول راص� ا��ولال�� ه� �ٔ�ع� ودە� عال�� ح�

Markhor Bond increases the cohesion and 
bonding of concrete, gypsum materials and 
cement mixtures, stabilizes tiles, and 
consolidates and stabilizes tiles and other 
cement materials related to construction works.

الخرسانة، وترابط  تماسك  زيادة  على  بوند  مارخور   يعمل 
البلاط، وتثبيت  الاسمنتية،  والخلطات  الجبس   مواد 
ذات الأخرى  الاسمنتية  والمواد  البلاط  وثبات   وترسيخ 

الصلة بالأعمال الإنشائية

 للحصول على أداء أفضل : يجب غسل وتنظيف الاداة المستخدمة
في تخفيف سعودي مارخور بوند

للحصول على أداء أفضل: يجب الخلط

Markhor bond is a single-component polymer-based bonding agent for cementitious materials. It is water-based, 
and specially formulated to enhance bonding properties and improve the mechanical strengths of cementitious 
mixes when incorporated with mixing water. Markhor Bond also reduces shrinkage cracks during the early stages 
of cement hardening by minimizing surface water loss in freshly applied mixes. Markhor Bond can be diluted on-
site with potable water for desired applications. Markhor Bond is ideal for use with Premix Plaster.  
Technical Data   
   Appearance  Milky white liquid  

 Density @ 25ºC  1.01 kg/Liter approx.  
 Solid content  17 ± 2%  
 pH @ 25ºC  5 - 9  
 Cement Compatibility  Good  

    Surface Preparation  
 Clean the surface well and free it from loose materials. Eliminate inconsistent parts, varnishes, grease, laitance, 
and algae through sandblasting or brushing before applying Markhor bond.  

Application  
 Markhor bond tends to soft settlement on storage; therefore, mixing the material in the same container before 
use is recommended.  
Limitations  

• Use the whole material once you open the pack as the material starts to skin & then dry.  
• Do not mix with other materials. Do not apply the product at a temperature less than +7ºC.  

Health & Safety  
 Markhor bond is irritant and harmful; therefore, avoid direct contact with eyes or skin. It is recommended to use 
protective gloves and goggles during application. In case of contact with eyes, clean immediately with plenty of 
clean cold water and seek medical advice. Ensure adequate ventilation when using the material and avoid 
inhalation of vapors.  
Shelf Life & Storage   
The original sealed container of Markhor bond has a shelf life of 12 months, provided it is stored clear of ground 
in a dry, shaded place below 35ºC. 
Cleaning   
Clean tools with water before it hardens. After the hardening, remove its residuals mechanically only. 

 

Packaging & Coverage  

Product   Pack Size  
Markhor Bond  20 Liter Jerrican  
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