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Markhor Leveling Wall Putty, from the Saudi
Markhor Industrial Company, is used to smooth
and level concrete walls, buildings, plastering
and gypsum boards. It gives a smooth surface. It
is used on interior and exterior surfaces and wet
and dry areas, and it forms a good base for
receiving paints.
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High Coverage Low VOC Prevents Flaking Ready To Use
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Saudi Markhor Industrial Company factory

Ul)aa yga=o Water resistant high quality Premixed putty
WALL PUTTY
| Uses

» Leveling of minor surface undulations.

v

Applied externally & internally in wet to dry
conditions onto the walls & ceilings such as
Bathrooms & Kitchens.

v

On concrete and plastered surfaces that are
smooth and also precast concrete surfaces.

v

Suitable for use over surfaces that are plastered
with Markhor products and on gypsum boards.

Product Description

MARKHOR WALL Putty is composed of fine fillers, bonding chemicals, and high performance additives. It is supplied as
a dry powder in pre-weighed bags ready to use on-site, which requires only addition of clean water to produce a
cohesive mix. MARKHOR WALL Putty is a high-quality product as a thin underlayment to repair undulations and provides
a very smooth surface finish ideal for subsequent application of paint & decorative coatings. MARKHOR WALL Putty can be
applied generally in thickness from 1T mm to 3 mm.

Technical Data
Factory controlled pre-blend ensures consistent Putty MK Typical Values @ 25°C

>,
=
S
al
| -
@)
<
Y
| -
©
=
©
()
=
»
&
®
)
‘©
k&)
c
N
5
l_

>
high quality. Appearance White colour Powder
» Requires only addition of water on-site at the Aggr'ega.te 5|z§ 0.15 mm max
time of usage. Application thickness <3mm
. o Wet density (Kg/Liter) 1.50 approx.
» Suitable for External & Internal applications. Pot time @ 25°C 3 hrs approx.
» Water-resistant. Setting Time @ 25°C 7-9hrs
2
» Easy application with superior finishing Bond Strength @ 28 day |  0.45N/mm
achieved in minimum efforts.
» Strong adhesion on a variety of substrates. :
N Usage Instructions
» Concrete and plastered walls & ceilings.
» A very smooth finish can be achieved. Substrate Preparation
» Suitable for humid & dry conditions. The surface should be sound, clean, free from loose

material, grease, laitance, dirt curing compound, etc.

High Standard Prior to the MARKHOR WALL Putty application, wet the
entire surfaces with clean potable water and allow the

surfaces to become damp at the time of application.

Mixing

For mechanical mixing add to the mixing container
8.2-9 liters of water for each 25 Kg bag of MARK

( WALL Putty. Add the powder to th r and mix w

_ a mechanical pl or lov electric
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